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SCOPE: The information provided herein serves as a planning tool for compliance and is not 

conclusive of all requirements set forth within the 2015 International Codes or adopted 

amendments.  It does not remove the responsibility of the owner to comply with all laws 

applicable to access control systems.  

 

Basic Requirements:  

 Rules and Regulations adopted by the State Board of Insurance and the State Fire 

Marshal’s Office. 

  2015 International Codes as Amended  

 Applicable National Standards  

 

APPROVAL 

The Fire Marshal’s office shall be notified prior to any installation or alteration of equipment on 

access control systems. Complete information regarding the system or system alterations, 

including specifications, diagrams, type and location of equipment shall be submitted for 

approval. A permit is required for most installations or alterations. 

 

Electronic and Magnetic Egress 

1010.1.9.8 Sensor release of electrically locked egress doors. The electric locks on sensor 

released doors located in a means of egress in buildings with an occupancy in Group A, B, E, I-1, 

I-2, I-4, M, R-1 or R-2 and entrance doors to tenant spaces in occupancies in Group A, B, E, I-1, 

I-2, I-4, M, R-1 or R-2 are permitted where installed and operated in accordance with all of the 

following criteria:  

1. The sensor shall be installed on the egress side, arranged to detect an occupant approaching 

the doors. The doors shall be arranged to unlock by a signal from or loss of power to the sensor. 

2. Loss of power to the lock or locking system shall automatically unlock the doors. 

3. The doors shall be arranged to unlock from a manual unlocking device located 40 inches to 48 

inches (1016 mm to 1219 mm) vertically above the floor and within 5 feet (1524 mm) of the 

secured doors. Ready access shall be provided to the manual unlocking device and the device 

shall be clearly identified by a sign that reads “PUSH TO EXIT.” When operated, the manual 

unlocking device shall result in direct interruption of power to the lock—independent of other 

electronics—and the doors shall remain unlocked for not less than 30 seconds.  

4. Activation of the building fire alarm system, where provided, shall automatically unlock the 

doors, and the doors shall remain unlocked until the fire alarm system has been reset. 

5. Activation of the building automatic sprinkler system or fire detection system, where provided, 

shall automatically unlock the doors. The doors shall remain unlocked until the fire alarm system 

has been reset. 
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6. The door locking system units shall be listed in accordance with UL 294. 

1010.1.9.9 Electromagnetically locked egress doors. Doors in the means of egress in buildings 

with an occupancy in Group A, B, E, I-1, I-2, I-4, M, R-1 or R-2 and doors to tenant spaces in 

Group A, B, E, I-1, I-2, I-4, M, R-1 or R-2 shall be permitted to be locked with an 

electromagnetic locking system where equipped with hardware that incorporates a builtin switch 

and where installed and operated in accordance with all of the following: 

1. The hardware that is affixed to the door leaf has an obvious method of operation that is readily 

operated under all lighting conditions. 

2. The hardware is capable of being operated with one hand. 

3. Operation of the hardware directly interrupts the power to the electromagnetic lock and 

unlocks the door immediately. 

4. Loss of power to the locking system automatically unlocks the door. 

5. Where panic or fire exit hardware is required by Section 1010.1.10, operation of the panic or 

fire exit hardware also releases the electromagnetic lock. 

6. The locking system units shall be listed in accordance with UL 294. 

 

1010.1.9.7 Delayed egress. Delayed egress locking systems shall be permitted to be installed on 

doors serving any occupancy except Group A, E and H in buildings that are equipped throughout 

with an automatic sprinkler system in accordance with Section 903.3.1.1 or an approved 

automatic smoke or heat detection system installed in accordance with Section 907. The locking 

system shall be installed and operated in accordance with all of the following: 

1. The delay electronics of the delayed egress locking system shall deactivate upon actuation of 

the automatic sprinkler system or automatic fire detection system, allowing immediate, free 

egress.  

2. The delay electronics of the delayed egress locking system shall deactivate upon loss of power 

controlling the lock or lock mechanism, allowing immediate free 

egress. 

3. The delayed egress locking system shall have the capability of being deactivated at the fire 

command center and other approved locations. 

4. An attempt to egress shall initiate an irreversible process that shall allow such egress in not 

more than 15 seconds when a physical effort to exit is applied to the egress side door hardware 

for not more than 3 seconds. Initiation of the irreversible process shall activate an audible signal 
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in the vicinity of the door. Once the delay electronics have been deactivated, rearming the delay 

electronics shall be by manual means only. 

Exception: Where approved, a delay of not more than 30 seconds is permitted on a delayed 

egress door. 

5. The egress path from any point shall not pass through more than one delayed egress locking 

system. 

Exception: In Group I-2 or I-3 occupancies, the egress path from any point in the building shall 

pass through not more than two delayed egress locking systems provided the combined delay 

does not exceed 30 seconds. 

6. A sign shall be provided on the door and shall be located above and within 12 inches (305 

mm) of the door exit hardware: 

6.1. For doors that swing in the direction of egress, the sign shall read: PUSH UNTIL ALARM 

SOUNDS. DOOR CAN BE OPENED IN 15 [30] SECONDS. 

6.2. For doors that swing in the opposite direction of egress, the sign shall read: PULL UNTIL 

ALARM SOUNDS. DOOR CAN BE OPENED IN 15 [30] SECONDS. 

6.3. The sign shall comply with the visual character requirements in ICC A117.1. 

Exception: Where approved, in Group I occupancies, the installation of a sign is not required 

where care recipients who because of clinical needs require restraint or containment as part of 

the function of the treatment area. 

7. Emergency lighting shall be provided on the egress side of the door. 

8. The delayed egress locking system units shall be listed in accordance with UL 294. 

 

 


